
JCO-110/120/130/140
COLUMN SPEAKER

FEATURES
You can  select impedance by rotary selector on the front.
Built-in one tweeter for clear sound.
Fantastic design.
Light Beige / Cream finish.

SPECIFICATIONS
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Spec. Power S.P.L.(at1M/1W 3dB Loud Size(mm) Direct
Impedance Weight

Model 100V 70V 50V or Out Power) speaker WXHXD 8ohm
1Kohm 10W 5W 2.5W 4 inch X 1

JCO-110 2.5Kohm 4W 2W 1W 88~101dB 90X260X85 2kg 10W
6.6Kohm 1.5W 0.75W 0.38W 2 inch X 1
500ohm 20W 10W 5W 4 inch X 2

JCO-120 1Kohm 10W 5W 2.5W 89~103dB 90X360X85 2.5kg 20W
2Kohm 5W 2.5W 1.3W 2 inch X 1

333ohm 30W 15W 7.5W 4 inch X 3
JCO-130 666ohm 15W 7.5W 3.8W 90~104dB 90X470X85 3.5kg 30W

1.3Kohm 7.5W 3.8W 1.9W 2 inch X 1
250ohm 40W 20W 10W 4 inch X 4

JCO-140 500ohm 20W 10W 5W 92~106dB 90X560X85 4kg 40W
1Kohm 10W 5W 2.5W 2 inch X 1


